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Top-Line Rigid Pro Endoscopes

- Ø 1.85mm to 7.2mm

- Lengths: 50mm to 940mm

- Focal range from 2mm to ∞

- Latest endoGRINs® image relay lenses

- Multicoated objective lens

-  Independent focusing ring for convenient 
video and still photography

-  Temperature Range - 20º to 120º C, 
optional up to 300º

Description:
Rigid ELTROTEC Pro precision endoscopes 
complete the proven advantages of the Top-
Line series by first-class quality of the special 
multi-coated lenses and modern GRIN lens 
technology. These endoscopes are designed 
for the professional user.

Other high quality characteristics include a fo-
cus ring and an optimised fibre optic connec-
tor for high light yield. This is why these en-
doscopes are ideal for adapting to a camera.

Independent focusing ring

Classic fibre optic connector

Pro fibre optic connector

Features:
 � Focus ring
 � Brighter images with greater contrast
 �  For mobile use and connection  
to external light sources
 � TV applications via adapter is possible
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type outer-Ø mm Direction of view Field of view length mm Article no.

ProMicroslim
1.85 0° 42° 80 20752184
1.85 0° 42° 120 20752221
1.85 0° 42° 178 20752222

ProSuperslim

2.4 0° 42° 102 20751409
2.4 0° 42° 185 20751481
2.8 0° 42° 265 20752224
2.8 0° 42° 350 20751381
2.8 0° 42° 435 20752226

ProSlim

4.2 0° 42° 50 20752205
4.2 0° 42° 180 20752195
4.2 0° 42° 305 20752202
4.2 0° 42° 435 20752230
4.2 0° 42° 560 20752215

ProHardy

6.35 0° 42° 180 20752231
6.35 0° 42° 305 20752232
6.35 0° 42° 435 20752233
6.35 0° 42° 560 20752234

ProSuperHardy
7.2 0° 42° 711 20752194
7.2 0° 42° 940 20752191

Mirror tubes for Eltrotec Pro endoscopes
 � Direction of view 90°
 � Rotatable stainless steel tube - 360°
 � Mirror in the form of a prism

outer-Ø mm Direction of view Article no. mirror tube for endoscope-Ø mm length mm Article no. endoscope

2.2 90°
20751389

1.85
80 20752184

20752096 120 20752221
20752223 178 20752222

2.77 90°
20751392

2.4
102 20751409

20751393 185 20751481

3.8 90°
20752227

2.8
265 20752224

20752228 350 20751381
20752229 435 20752226

4.8 90°

20752236

4.2

50 20752205
20750838 180 20752195
20751091 305 20752202
20751397 435 20752230
20751765 560 20752215

8.0 90°

20751401

6.35

180 20752231

20751402 305 20752232

20751143 435 20752233
20752235 560 20752234

8.0 90°
20752193

7.2
711 20752194

20752192 940 20752191

LED hand light sourceMini Maglite hand light source SuperNova

Accessories Article no.

Mini Maglite hand light source 20751054
Replacement light source for Mini Maglite hand light source 20750792
LED hand light source 20751761
SuperNova 20751491
Spare accumulator for SuperNova 20751825
Spare light source for SuperNova 20751373
Adapter Lemo 1 to fibre optic cable 21061030



MICRO-EPSILON Eltrotec GmbH 

Heinkelstraße 2 · 73066 Uhingen / Germany

Tel. +49 (0)7161 98872-300 · Fax+49 (0)7161 98872-303

eltrotec@micro-epsilon.de · www.micro-epsilon.comM
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High performance sensors made by Micro-Epsilon

Sensors and systems for displacement  
and position

Sensors and measurement devices for  
non-contact temperature measurement

Measurement and inspection systemsOptical micrometers, fibre  
optic sensors and fibre optics

Colour recognition sensors, LED analyzers 
and colour online spectrometer

2D/3D profile sensors (laser scanner)
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