
www.vipa.com
© by VIPA GmbH, Ohmstr. 4, 91074 Herzogenaurach, Germany

All data with reservation and subject to change.
Publish date: 13.05.2015

Page 1/1

Data sheet
- (800-5DK30)

Technical data

Order no. 800-5DK30

Type -

General information

Note -

Features contains
1x YASKAWA V1000 Drive, 230V Single Phase, 1 A
1x YASKAWA EtherCAT option card for V1000
1x USB Converter/Copy unit incl. USB cable and connection
cable to drive
2x EtherCAT cable 1m
1x Ethernet cable PC-CPU
1x DIN profile rail 35mm for SLIO components
1x Flyer SPEED7 Studio
1x License Key for SPEED7 Studio
1x Robust carrying case
1x VIPA CPU 315SN/EC
1x VIPA IM 053EC - EtherCAT-Slave
1x VIPA CM 001 Potential Distributor 4xDC 24 V, 4xDC 0 V
clamps
1x VIPA SM 021 Digital Input (DI 8xDC 24V)
1x VIPA SM 021 Digital Input (DI 4xDC 24V)
1x VIPA SM 022 Digital Output (DO 4xDC 24V, 0,5A)
1x VIPA SM 031 Analog Input (AI 2x12Bit, U)
1x VIPA SM 032 Analog Output (AO 2x12Bit, U)

Software attributes

Premise (minimum) -

Premise (recommended) -

Target platform -

License model -


