Pavone Sistemi

pesatura elettronica industriale

TECHNICAL CHARACTERISTICS PE Oij]Y[

Trasducer input voltage: 3+ 15Vcce

PLATFORMS

pallet scales

PE

Low profile pallet weighing scales easily transportable

Suitable for industrial and commercial applications, needs to
weigh quickly

Operation on 4 shear-beam load cells OIML approved
Steel structure

Shockproof articulated feet, 2 wheels and carrying handles
Standard version with approved load cell

Also available in stainless steel and ATEX Ex Il 2GD 1IB
Available with IP67 load cells, (option IP68 load cells)

Rated load (R.L.): 600, 1500, 3000 Kg @

Rated output (R.O.): 1+2 mVIV
Combined error: 0.03% R.O.
Safe overload: 150% of R.L.
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SCIGATE AUTOMATION (S) PTE LTD

No.1 Bukit Batok Street 22 #01-01 Singapore 659592
Tel: (65) 6561 0488 Fax: (65) 6562 0588
Email: sales@scigate.com.sg Web: www.scigate.com.sg

Business Hours: Monday - Friday 8.30am - 6.15pm

Pavone Sistemi S.r.l. via Tiberio Bianchi 11/13/15 « 20863 Concorezzo (MB) Italy
Tel. +39 039 9162656 * Fax +39 039 9162675 * pavone@pavonesistemi.it « www.pavonesistemi.it
Tutti i dati possono essere soggetti a variazione senza preavviso



User
Stamp


