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Issued to:  CONTROL TECHNIQUES LTD 
THE GRO 
NEWTOWN 
POWYS 
SY16 3BE UNITED KINGDOM 

   

This is to certify that 
representative samples of 

 POWER CONVERSION EQUIPMENT 
See Addendum. 

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  Standard for Power Conversion Equipment, UL 508C. 

Standard for Industrial Control Equipment, CSA C22.2 no. 
14-10. 

Additional Information:  See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Listing Mark for the US and Canada should be considered as 
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US 
and Canada. 
The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and 

“US” identifiers:  the word “LISTED”; a control number (may be alphanumeric) assigned by UL; 
and the product category name (product identifier) as indicated in the appropriate UL Directory. 
 
Look for the UL Listing Mark on the product. 

 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
Enclosed Type: “Type 1”  or Through Hole “Type 12” Power Conversion Equipment - Unidrive "SP" 
frame size 2 series; Cat. Nos. SP2201, 2202, 2203, 2401, 2402, 2403, 2404 may be followed by KM, 
and -E12 for Type 12, may be followed by /E66. 
 
Enclosed Type: “Type 1”  or Through Hole “Type 12”  Power Conversion Equipment - Unidrive "ES" 
frame size 2 series; Cat. Nos. ES2201, 2202, 2203, 2401, 2402, 2403, 2404 may be followed by KM, 
and -E12 for Type 12, may be followed by /E66 or CC or CC P or CC P XJS. 
 
Enclosed Type: “Type 1” or Through Hole “Type 12”  Power Conversion Equipment – Commander 
“SK”, “CGK”, “VFK” and VSK frame size 2 series; Cat no. SK2201, SK2202, SK2203, SK2401, SK2402, 
SK2403, SK2404, VSK2201, VSK2202, VSK2203, VSK2401, VSK2402, VSK2403, VSK2404, SK 5.5 
TL, SK 8 TL, SK 8 T, SK 11 T, SK 16 T, SK 20 T, CGK4300750, CGK4301100, CGK4301500, 
CGK4301850, SK-2T0037G, SK-2T0055G, SK-4T0110G and SK-4T1050, VFK2202, VFK2203, 
VFK2401, VFK2402 and VFK2403, ,ET20110 and ET20150 may be followed by KM, and -E12 for Type 
12, may be followed by /E66 all with or without prefix H. 
 
Enclosed Type: “Type 1”  or Through Hole “Type 12”  Power Conversion Equipment - Unidrive "CGP" 
frame size 2 series; Cat. Nos. ES2201, 2202, 2203, 2404, 2401, 2402, 2403, may be followed by KM, 
and -E12 for Type 12, may be followed by /E66. 
 
Enclosed Type: “Type 1”  or Through Hole “Type 12”  Power Conversion Equipment - Unidrive "BA" 
frame size 2 series; Cat. Nos. BA2201, 2202, 2203, 2401, 2402, 2403, may be followed by KM, and -
E12 for Type 12, may be followed by /E66. 
 
Suitable for Plenum applications. 
 
 


