
Unidrive SP size 6 and 7 free standing 
cubicle drive

Model

Normal Duty Heavy Duty
Maximum 

continuous
output current

Nominal
power

at 400V

Motor
power

at 460V
Peak 

current
Maximum 

continuous
output current

Open loop 
peak 

current

Closed 
loop peak 

current

Nominal
power
at 400V

Motor
power
at 460V

A kW hp A A A A kW hp

6411/6431 205 110 150 226 180 232 270 90 150

6412/6431 236 132 200 260 210 271 315 110 150

7411/7431 290 160 250 319 238 307 357 132 200

7412/7432 335 185 280 369 290 374 435 160 200

Figure 1-1 Unidrive SP size 6/7 free standing cubicle drive 
dimensions

Figure 1-2 Removing the Unidrive SP size 6/7 free standing cubicle 
drive terminal covers
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Table 1-1 Unidrive SP size 6/7 free standing cubicle drive input current and cable size ratings

Figure 1-3 Features of the Unidrive SP6/7 free standing cubicle drive Figure 1-4 Unidrive SP6/7 free standing cubicle drive power connections

Model
Typical input 

current
A

Maximum 
input current

A

AC Supply, Motor and Ground Key to Cable installation method

IEC mm2 UL kcmil / AWG Cable installation 
method B1 Separate cables in 

conduit
6411/6431 202 216 2 x 70 2 x 2/0 B1, B2, C B2 Multicore cable in conduit
6412/6432 233 249 2 x 120 2 x 4/0 B1, B2, C C Multicore cable in free-air
7411/7431 286 306 2 x 120 2 x 4/0 B1, B2, C
7412/7432 330 353 2 x 120 2 x 4/0 B1, C

Table 1-2 Unidrive SP size 6/7 free standing cubicle drive fuse ratings Figure 1-5 Model code explanation

Model Fuse 
IEC aR

Bussmann Ferraz

CT Part 
No.

Manufacturer 
Part No.

CT Part 
No.

Manufacturer 
Part No.

6411/6431

400A 3533-4069 170M3019 4300-0400 E300177
6412/6432

7411/7431

7412/7432

Motor
connections

Approvals
label

Ground
connections

Internal fuse
location.

Fuse to be 
fitted by user

AC supply
connections

Braking
terminals (Size 7)

Braking
terminals (Size 6)

WVU

Motor

Optional ground
connection

Output connections

Input connections

Mains
Supply

L1 L2

Optional EMC
 filter

Fuses

L3
Supply
ground

L3L2L1PE

Fuses*

**BR

Thermal
overload
protection 

device

Optional

+DC

Unidrive product line
SP:

SP frame size

Voltage rating
4: 380V to 480V

Configuration
1:
3:

Free standing cubicle drive with dynamic brake control
Free standing cubicle drive with no dynamic brake control

Current rating step

Solutions Platform
Complete inverter drive

SP 6 4 1 1
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