
D
O

C
. N

o.
 C

TR
D

 0
25

 R
ev

.0
01

F

0 1

E

D

2 3 4

C

B

A

0 1 2 3 4

85 6 7

SCALE

TITLEORIGINAL DRN

9

VERSION

SHT SIZESHT No.

OF SHTS F

E

D

85 6 7

C

B

A

9

PART No.

MATERIAL

INITIALSCHANGEDATEISSUE

PBInitial release.13-11-1300.2
PBAdd caution Label18-03-1400.3

33470-0091-00The designs and information held on this drawing
are the property of Control Techniques. They
must not be copied in any way, nor used by or
communicated to third parties without written
consent.

N/A
A31

11.000

frame 1 conduit Box - UL Type 1 kit

13-11-13

PB

 CONTROL TECHNIQUES LTD. THE GRO, NEWTOWN, UK. SY16 3BEDO NOT SCALE
Industrial Automation     

D
DIMS IN mm U.O.S.

MODEL ISSUE: 00.2

PRINTED COPIES OF THIS DRAWING ARE UNCONTROLLED

Control Techniques specification on Environmental & Human Health Requirements, 7022-0071 applies.

INDEX PART NUMBER DESCRIPTION QTY.

1 0478-0112 Installation sheet 1

2 3661-0045 Caution Label 1

3 6141-1016 M4x16 DBLE SEM CON TORX TO SPEC 7022-0051 8

4 6500-0089 Earth Clamp 3

5 6500-0093 Body, Gland Box, Frame 1 1

6 6500-0095 Cover, Gland Box, Frame 1 1

7 N/A Packing Label, See Notes 1

Notes:
1.0 General
The listed items are to be supplied suitably packaged in an
appropriately sized Plastic bag, so as to prevent damage
during transit.
 
2.0 Clamps & Screw
Items 6141-1016 & 6500-0089  should be placed in a
separate small bag before placing in main bag, so as to
prevent damage during transit.
 
3.0 Label:
Dimensions: Length : 45mm; height: 30mm
The label is to display the kit description and full ten digit
part number displayed in the title block below. It should
also represent the part number as a 128A format barcode
as in the example below.
This label has to be positioned in a clearly visible position
on the outside of the main bag.

Exploded View Shown for Reference Only

Frame 1 UL Type 1 Conduit Kit

XXXX-XXXX-XX
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