Wi-Fi Access Point

Wi-Fi Client
eWAP
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eWAP is an access point and client Wi-Fi, intended for use in

industrial environments.

They have a flameproof cabinet with DIN-rail mounting and an

industrial-grade power supply.

FEATURES

* Functionality:
- WiFi Access Point Mode

- WiFi Client Mode

* Ethernet Ports: 2 ports 10 Base T / 100 Base TX, RJ45 connector

* Wi-Fi Interface: IEEE802.11b/g/n

* Antenna: Wi-Fi 2.4 Ghz, 2 dBi — Connector RP-SMA

+ Dimensions: 100 mm x 22,5 mm x 112 mm (High x Long x Wide)
* Power supply: +10 to +30 Vdc / 200mA max.

* Operating temperature: -15° Cto +65°C

+ Storage temperature: -40°C to +75°C

* Cabinet: Industrial Assembly DIN-rail
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AVAILABLE MODEL
eWAP-2ETH-1W
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For Technical support
support@exemys.com

For Sales
sales@exemys.com

www.exemys.com
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Your A ion Partner

SCIGATE AUTOMATION (S) PTE LTD

No.1 Bukit Batok Street 22 #01-01 Singapore 659592
Tel: (65) 6561 0488 Fax: (65) 6562 0588
Email: sales@scigate.com.sg Web: www.scigate.com.sg

Business Hours: Monday - Friday 8.30am - 6.15pm
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